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SECTION 02050 - DEMOLITION

City of San Diego, CWP Guidelines

PART 1 -- GENERAL

1.1 WORK OF THIS SECTION

A. The WORK of this Section includes furnishing materials, equipment and labor necessary
to perform and complete demolition of [                                   ].

$# 

NTS: Include in Paragraph 1.1B the description of areas and items affected by
remodeling and delete inapplicable items.

 #$

B. [In areas indicated to be remodeled, cut back flush and seal any pipe stub-outs remaining,
and remove exposed piping, conduits, fixtures, junction boxes, light fixtures, water fixtures,
and supports.  Switches, receptacles, and boxes shall also be removed.  Concealed piping
and conduits shall be removed or capped and abandoned as necessary to facilitate the
remodeling work.  All other items shall be removed as shown.]

1.2 RELATED SECTIONS

A. The WORK of the following Sections applies to the WORK of this Section.  Other Sections
of the Specifications, not referenced below, shall also apply to the extent required for proper
performance of this WORK.

1. Section 01045  Cutting and Patching
2. Section 01530  Protection of Existing Facilities
3. Section 01560  Environmental Protection
4. Section 01700  Project Closeout
5. Section 02200  Earthwork

1.3 STANDARD SPECIFICATIONS

A. Except as otherwise indicated in this Section of the Specifications, the CONTRACTOR shall
comply with the Standard Specifications for Public Works Construction (SSPWC), as
specified in Section 01090 - REFERENCE STANDARDS.

1.4 CODES

A. The WORK of this Section shall comply with the current editions of the following codes as
adopted by the City of San Diego Municipal Code:

1. Uniform Building Code
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1.5 SUBMITTALS

A. The following shall be submitted in compliance with Section 01300:

1. Demolition Schedule:  The CONTRACTOR shall submit a complete coordination
schedule for demolition work including shut-off and continuation of utility services prior
to start of the WORK.  The schedule shall indicate proposed methods and operations
of facility demolition, and provide a detailed sequence of demolition and removal work
to ensure uninterrupted operation of occupied areas.

1.6 ASBESTOS REMOVAL

A. The OWNER is responsible for the removal and disposal of any asbestos found in
structures scheduled for demolition, prior to commencement of demolition work by the
CONTRACTOR.

B. If, during demolition work, any additional asbestos materials are being discovered, the
CONTRACTOR shall stop the work immediately and notify the CONSTRUCTION
MANAGER for further instructions.  Work interruptions caused thereby are subject to the
provisions in Section 00700 in the Article entitled "Change of Contract Time".

PART 2 -- PRODUCTS  (Not Used)

PART 3 -- EXECUTION

3.1 GENERAL

A. Structures shall be demolished and removed in compliance with SSPWC subsection 306-5
and the requirements indicated herein.

3.2 POLLUTION CONTROL

A. Water sprinkling, temporary enclosures, chutes, and other suitable methods shall be used
for dust suppression in compliance with Section 01560.

B. Water shall not be used when it creates hazardous or objectionable conditions such as
flooding, erosion, sedimentation, or pollution.

3.3 PROTECTION

A. Safe passage of persons around the area of demolition shall be provided.  Operations shall
be conducted to prevent injury to people and damage to adjacent buildings, structures, and
other facilities in compliance with Section 01530.

B. Interior and exterior shoring, bracing, or supports shall be provided to prevent movement,
settlement or collapse of structures to be demolished.

C. Existing landscaping materials, structures, and appurtenances which are not to be
demolished shall be protected and maintained as necessary and in accordance with Section
01530.
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D. Unless otherwise indicated, the CONTRACTOR shall protect and maintain all utilities in the
proximity of the facilities to be demolished.

E. The CONTRACTOR shall protect the nearby existing equipment such as control panels and
others from dust caused by demolition activities by covering, drop-curtains and other similar
methods.

3.4 STRUCTURE DEMOLITION

A. Building structures and appurtenances shall be demolished, as shown and required to
complete work, in compliance with governing regulations.

B. Small structures may be removed intact when approved by authorities having jurisdiction.

C. Demolition shall proceed in a systematic manner, from top of structure to ground.

D. Concrete and masonry shall be demolished in small sections.  Use bracing and shoring to
prevent collapse.

E. Demolition equipment shall be dispersed throughout structure and demolished materials
removed to prevent excessive loads on supporting walls, floors or framing.

3.5 BELOW-GRADE DEMOLITION

A. Footings, foundation walls, below-grade construction and concrete slabs on grade shall be
demolished and removed to a depth which will not interfere with new construction, but not
less than 12 inches below existing ground surface or future ground surface, whichever is
lower.  All floors of basements, vaults, and other underground structures shall be broken
up.

B. Below-grade areas and voids resulting from demolition of structures shall be completely
filled to a minimum compaction of [95%].

C. All fill and compaction shall be in accordance with Section 02200.

D. After fill and compaction, surfaces shall be graded to meet adjacent contours and to provide
flow to surface drainage structures, or as indicated.

3.6 DISPOSAL OF DEMOLISHED MATERIALS

A. Demolition and removal of debris shall be conducted to ensure minimum interference with
roads, streets, walks, and other adjacent occupied or used facilities which shall not be
closed or obstructed without permission from the OWNER.  Alternate routes shall be
provided around closed or obstructed traffic ways.

B. Site debris, rubbish, and other materials resulting from demolition operations shall be
removed and disposed of in compliance all laws and regulations. Burning of removed
materials from demolished structures shall not be permitted.

3.7 PATCHING AND REPAIRING
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A. The CONTRACTOR shall provide patching, replacing, repairing, and refinishing of
damaged areas involved in demolition as necessary to match the existing adjacent surfaces
and in compliance with Section 01045.

B. The CONTRACTOR shall repair all damages caused to adjacent facilities by demolition at
no additional cost to the OWNER.

C. After patching and repairing has been completed, the CONTRACTOR shall carefully
remove splatterings of mortar from adjoining work (plumbing fixtures, trim, tile, and finish
ed metal surfaces) and repair any damage caused by such cleaning operations.

3.8 CLEANING

A. During and upon completion of work, the CONTRACTOR shall promptly remove unused
tools and equipment, surplus materials, rubbish, debris, and dust and shall leave areas
affected by work in a clean condition in accordance with Section 01700.

B. Clean adjacent structures and facilities of dust, dirt, and debris caused by demolition and
return adjacent areas to condition existing prior to start of work.

[C. The CONTRACTOR shall clean and sweep the affected portions of roads, streets,
sidewalks and passageways daily.]

** END OF SECTION **


